Excellent range of speeds &

Semi Com merCiq I low noise with a wired LCD

wall controller in a sleek matt

DC ﬂDD W@]HH F@][ﬁ] black finish.

1year
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Motor Lead & Plug Speeds wqrrcnty

SKU:  PWFC45DC2BLW

The fan comes with
a lead and plug for .
DIY installation. N

The fan features  Hi—
an innovative a
wired LCD wall
controller. You can
even see power e S
consumption in 3
watts for each speed!

No beeping noise is emitted
from the controller.

Installation Location: Indoor ONLY

Blade Material: Aluminium Features Easy Install Slide in

Blade Pitch: 14° mounting bracket. Attach bracket to
. the wall first & fan easily slides into

Timer: 8 Hours place.

Oscillation: 90°

Vertical Tilt: Approx 40°

o ) Dimensions (mm)
Speed & oscillation memory - turn the fan off, next time you

turn it on it will retain previous settings B
>
Speeds Power RPM’s Airflow
Watts (m3/h) Power Cord
%%rgr?:(mcord
1 6 446 666
A
2 10 594 1,110 Diamater
Cage
3 15 710 1,665
LCD Wall
4 23 875 2,553 f\;;:;g'
900mm cord
5 34 1,000 3.774
6 40 1,060 4,440
8 60 1,230 6,660 A 550
9 69 1,282 7,659 B 140
10 80 1,352 8,880 C 360
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